Amendment to the Claims 

This listing of claims will replace all prior versions, and listings, of claims in the 

application: 

Listing of Claims 

Claims 1 -28 have been cancelled without prejudice. 
29. (currently amended) A spray booth comprising: 

fr-at least a first panel and an adjacen t second oan<>l n ph iroiity nf 
paaete, each panel having opposite end s, said panels arranneri together in sen*.* 
s ele ctivo l y arrangabl e in corioo with oppos i ng ondc of adjacont ponolc boing 
attachod togothor to form a spray booth wall; 

J^-at least one channel formed at one of said the ends of said at least first 
onooftho panels, said channel havin g a first lip, and a second lip extending fmm 
an outward end of said first lip, sa id second lin oriented at an acute angle with 
respect to said first Ho : and 

a, a post securable to sajd _an adjacont second p anel and rototionally 

engageable within sajdtbe at least one channel to roloaoobly engage saidt he-at 
l e ast ono fjrst_panel to attach tho ondc of th e adjacont ponolc . 

30. (original) A spray booth in accordance with claim 29 wherein the post 
includes at least one post wing insertable through a channel opening defined by said 

one Of said ends th e nt Innnt nnn nnri 

2 



31 . (currently amended). A spray booth in accordance with Calm 29 wherein 
sakLt h* at tea* n n n rh „ „ ,u . in . lu Uo u a first lip extend, generally r-T— - tr" i fir , 

side member of .aid at teastfirst pnnnl pnr i. i ntth n n n n „ r I. y a UUbU ) ld 

lip o riontod at an n r nt o anglo w it h r n rrp n ct to the Bret li p, 

32. (original) A spray booth in accordance with claim 31 wherein the post 
includes a post wing insertab.e through a channel opening defined by the at least one 
end, and wherein the post wing abuts the second lip. 



33. (original) A spray booth in accordance with claim 32 wherein the 
abuts the first lip. 



post wing 



34. (currently amended) A spray booth in accordance with claim 29 wherein 
said first lip extends generally parallel to a side of said at least first pane] t he at I nnr ■ 




o p n ningdofinodbvth n nf imr tnnr h thn r ^ § ■ i ,tinrj t ho coo u.iU lip 

35. (currently amended) A spray booth in accordance with claim 3234 wherein 
the post wing abuts the second lip at a post wing end. 



36. (currently amended) A spray booth in accordance with claim 34 wherein 
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said first panel has a second end opposite said one of said ends, said first lip extends 
outward from said panel and awav from sa i d opposite end t hn firrt lip ir n ri n ntnH pafaJtel 
to tho at looct ono of tho pano l o . 

37. (currently amended) A spray booth in accordance with claim 29 wherein 
the at l oact ono channol inoludoo a first lip is substantially flat pnri t i n nnri n t f hn nnn nf 
th e e ndc and a s e cond lip dofin i ng a hook oomor, and whoroin tho poet io ongagoablo 
within tho at loaot ono channol at tho hook oornor . 

38. (currently amended) A spray booth in aooordonoo with c l aim 20 furthor 
comprising: 

a plurality of panels having opposite en ds selectively arranoable in series 
with opposing ends of adjacent nanels beino attached together to form a snray 
booth wall: 

at least two channels, at least one of the channels formed along a length 
of one of the ends of one of the a djacent panels and at least one of the channels 
formed along a lenoth of one of t he ends of another of the adjacent panels e ach 
ono formod along o longth of ono of tho ondo of tho adjaoont ponolo ; and 

b. whoroin tho a post is rotationally engageable within each both of the at 
least two channels to releasablv enoaoe the adjacent panels 

39. (currently amended) A spray booth comprising: in n r rnrrinnm wife eteim 
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28, 



a plurality of panel s having opposite ends selectively arranaable in 
series with opposing ends of adjacent panels being attached together to 
form a sorav booth wall; 

at least one channel formed at one of the ends of at least one of the 
panels: 

a post securable to an adjacent panel and rotationallv enoaoeable 
within the at least one channel to releasablv engage the at least one 
panel to attach the ends of the adjacent panels: 

wherein the plurality of panels includes at least two panels attached 
end-to-end in series in a perpendicular orientation; 

wherein the at least two panels each include a channel formed 
along opposing ends of the panels, and 

wherein the post includes a Wlnged-L-shaped coupler, cooperating 
with the opposing channels to removeably hold the panels together. 

40. (currently amended) A spray booth according to claim 20 

comprising : 

a plurality of panels having opposite ends slectivelv arranoeable in 
series with opposing ends of adjacent panels being attached together to 
form a sorav booth wall: 

at least one channel formed at one of the ends of at least one of the 
panels: 
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a post securable to an adjacent panel and notationallv enoag ft ahi ft 
within the at least one chan nel to releasah| v engage the at least one 
panel to att ach the ends of the arifanent panels; 

wherein the plurality of side panels includes at least two side panels 
attachable end-to-end in series in a co-linear orientation; and 

wherein at least one of the two panels includes at least another 
channel formed at one of the ends opposing the end of the other panel 
wherein the at least one of the two panels is rotatfonally engageable with 
the other panel at the at least another channel to removeably hold the at 
least two panels together in a co-linear orientation. 

41 . (original) A spray booth in accordance with claim 40. wherein the at least 
another channel and the post are vertically oriented. 

42. (original) A spray booth in accordance with claim 40, wherein the at least 
another channel extends along a majority of a length of the end of the at least two 
panels, and locks a majority of the length of the ends of the at least two panels together. 

43. (original) A spray booth in accordance with claim 40 wherein the other panel 
includes a third lip insertable into the at least one channel. 

44. (original) A spray booth in accordance with claim 40 wherein the at least 
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another channel includes a first lip and a second lip oriented at an acute angle with 
respect to the first lip. 

45. (original) A spray booth in accordance with claim 44 wherein the other panel 
includes a third lip insertable through a channel opening of the channel, and wherein the 
third lip abuts the second lip. 

46. (original) A spray booth in accordance with daim 40 further comprising: 

a ceiling panel having at least one slot wherein the ceiling panel engages 
with at least one of the side panels at the slot. 

47. (original) A spray booth in accordance with claim 46 wherein the slot is 
formed along an end of the top panel and wherein the slot drops over the side of a side 
panel. 

48. (original) A spray booth in accordance with claim 46 wherein the slot extends 
along a majority of a length of the ceiling panel and locks a majority of the length of the 
at least one panel. 

49. (original) A spray booth in accordance with claim 46 wherein the ceiling panel 
has two slots and engages with two side panels attached end-to-end in series in a 
perpendicular orientation. 
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50. (original) A spray booth in accordance with claim 46 wherein the ceiling panel 
includes a lip engageable with a second ceiling panel. 

51 . (original) A spray booth in accordance with claim 46 wherein the ceiling panel 
includes a second lip extending from a first lip, and wherein the second lip is oriented at 
an acute angle with respect to the first lip. 

52. (original) A spray booth in accordance with claim 30 wherein the post 
includes a post channel, the adjacent panel rotationally engageable within the post 
channel to releaseably engage the adjacent panel to the at least one panel. 

53. (original) A spray booth in accordance with claim 52 wherein the post 
channel includes a post hook wall oriented at an acute angle with respect to the post 
wing. 

54. (original) A spray booth in accordance with claim 53 wherein the at least one 
of the panels includes a third lip which abuts with the post hook wall. 

55. (original) A spray booth in accordance with claim 52 wherein the post 
includes a generally S-shaped coupler, cooperating with the opposing side panels to 
removeably hold the panels together. 

56. (currently amended) A spray booth comprising: 
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ar -at least a first pane l and an adjacent second panel a plura l ity of 
gafte te. each panel h aving opposite end s, said panels arranged together in series 
se le ct i vely orrongob le in oor ie s w i th oppoo i ng onds of adjocont ponolo boing 
attochod togothor to form a spray booth wall; 

br-at least one channel formed at one of the ends of at least one of the 
panels, the at least one channel including a first lip positioned at the one of the 
ends, and a second lip oriented at an acute angle with respect to the first lip; and 

6^-a post securable to an adjacent panel, the post including a post wing 
having a post wino end, the post wing end abutting the second lip, i ncortab l o 
through o ohanne l opening dofined by at l oost ono ond, the at l oaot ono panol 
rotationa ll y ongag e oble w i th th e post at the at loast one channel whoroin tho poot 
wing abuto tho oooond lip to ongogo tho ond of tho at l oaot ono ponol to tho 
adjacent panel. 

57. (original) A spray booth in accordance with claim 56 wherein the post 
includes a post channel formed opposite the at least one post wing, the adjacent panel 
rotationally engageable within the post channel to releaseably engage the adjacent 
panel to the end of the at least one panel. 

58. (original) A spray booth in accordance with claim 57 wherein the post 
channel includes a second post wing, and a post hook wall oriented at an acute angle 
with respect to the second post wing. 



9 



59. (currently amended) A spray booth in accordance with claim 56 further 
comprising a top pane l having ot loaot ono clot whoro i n tho top pono l ongogoc w i th ot 
l ooDt ono of tho pano l o at tho clot . 

60. (currently amended) A spray booth in accordance with claim 56.5© wherein 
the plurality of panels includes at least two panels attached end-to-end in series and 
wherein at least one of the two panels includes at least another channel formed at one 
of the ends opposing the end of the other panel, the at least one of the two panels 
rotationally engageable with the other panel at the at least another channel to 
removeably hold the at least two panels together. 

61 . (original) A spray booth in accordance with claim 59 wherein the top panel 
includes a channel configured to engage with an adjacent top panel. 

62. (currently amended) A spray booth comprising: 

at least two adjacent panels having opposite ends being attached together 
to form a spray booth wall; 

at least one channel formed at one of the ends of at least one of the 
panels, the channel including a first lip positioned at the one of the end s, the first 
lip oriented substantially p arallel to the at least one of the Panels and a second lip 
oriented at an acute angle with respect to the first li p, said second lip extending 
toward the at least one of the panels: and 

a post securable to an adjacent panel and removeably receivable within 
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the at least one channel to r ele asably e ngago th e at loast on e pano l to e ngag e 
tho ondo of tho odjocont panolc . 

63. (original) A spray booth in accordance with daim 62 wherein the post 
includes a post wing having a post wing end insertable through a channel opening 
defined by the at least one channel, and wherein the post wing end abuts the second 
Hp. 

64. (currently amended) A spray booth in accordance with claim 62 further 
comprising: 

£h-at least another channel including a first lip positioned at the one of the 
ends and a second lip oriented at an acute angle with respect to the first lip; and 

k-wherein the post is removeably receivable within both of the at least 
two channels. 

65. (currently amended) A spray booth comprising: i n ocoordonco with claim 

at least two adjacent panels having opposite ends being attached together 
to form a sprav booth wall: 

at least one channel form ed at one of the ends of at least one of the 
panels, the channel including a first Hp positioned at the one of the ends and a 
second lip oriented at an acute angle with respect to the first lip: 

a post securable to an adjacent panel and removeablv receivable within 
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the ends of the adjarent P anoi e; 

wherein the at least two panels are attached end-to-end in series in a 
perpendicular orientation; 

wherein the at least two panels each include a channel formed along 
opposing ends of the panels, and 

wherein the post includes a Winged-L-shaped coupler, cooperating with 
the opposing channels to removeably hold the panels together. 

66. (original) A spray booth according to claim 62: 

wherein the at least two panels are attachable end-to-end in series 
in a co-linear orientation; and 

wherein at least one of the panels includes at least another channel 
formed at one of the ends opposing the end of the other panel wherein the 
at least one of the two panels is removeably receivable with the other 
panel at the at least another channel to removeably hold the at least two 
panels together in a co-linear orientation. 

67. (original) A spray booth according to claim 62 further comprising: 

at least another panel are attachable end-to-end in series with at 
least one of the at least two panels in a co-linear orientation; and 

wherein the another panel includes a channel formed at one of the 
ends opposing the end of at least one of the at least two panels, the other 
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panel having first lip and a second lip oriented at an acute angle with 
respect to the first lip, the at least one of the at least two panels including 
a third lip and wherein the third lip abuts the second lip to removeably hold 
the another panel to the at least one of the at least two panels together in 
a co-linear orientation. 

68. (original) A spray booth according to claim 62 further comprising a top panel 
having at least one slot wherein the top panel engages with at least one of the panels at 
the slot. 

69. (currently amended) A spray booth structural member such as a wall or 
ceiling comprising: 

at least two adjacent panels having opposite side ends being 
attached together to form a spray booth member watt; and 

at least one channel formed at one of the ends of one of the panels 
opposing the end of the adjacent panel, the at least one channel including 
a first lip and a second lip oriented at an acute angle with respect to the 
first lip, the first lip extending generally perpendicular to a first side 
member of the one of the panels, t he adjacent panel having a third lip 
abutting the second lip to romovoob l y hold tho adjooont pano l c togothor in 
a co l i noar or i entat i on . 

70. (currently amended) A spray booth in accordance with claim 69 wherein 
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the at least one of the panels is rotationally engageable with the adjacent panel at the at 
least one channel and wherein the adja cent panels are attached in a substantially co- 
linear orientation. 



71. (original) A spray booth in accordance with claim 69 wherein the booth 
further comprises a top panel having at least one slot wherein the top panel engages 
with at least one of the panels at the slot. 

Claims 72-86 have been cancelled without prejudice. 

87. (New). A spray booth structural member such as a wall or ceiling comprising: 

at least two adjacent panels having opposite side ends being attached 
together to form a spray booth member; and 

at least one channel formed at one of the ends of one of the panels 
opposing the end of the adjacent panel, the at least one channel including a first lip and 
a second lip oriented at an acute angle with respect to the first lip, the first lip oriented 
substantially parallel to the one of the panels, the adjacent panel having a third lip 
abutting the second lip. 

88. (New). A spray booth structural member such as a wall or ceiling comprising: 

at least two adjacent panels having opposite side ends being attached 
together to form a spray booth member; and 
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at least one channel formed at one of the ends of one of the panels 
opposing the end of the adjacent panel, the at least one channel including a first lip and 
a second lip, said first lip extending from said first end in a first direction, and a third lip 
formed at a second end of said at least first panel, said third lip extending from said 
second end in said first direction. 

89. (New) The spray booth structural member of claim 88 wherein said first lip is 
oriented substantially parallel to said first panel. 

90. (New) The spray booth structural member of claim 88 wherein an adjacent panel 
includes an adjacent panel first lip and an adjacent panel second lip, said third lip 
includes a tip portion, said tip portion abuts said adjacent panel second lip. 

91 . (New) A spray booth structural member such as a wall or ceiling comprising: 

at least first and second adjacent panels having opposite side ends being 
attached together to form a spray booth member; and 

at least one channel formed at a first end of said first panel opposing an 
end of said second panel, said at least one channel including a first lip and a second lip, 
a third lip formed at a second end of said first panel, said second panel having a second 
panel first lip and a second panel second lip, said third lip abuts said second panel 
second lip. 

92. (New). The structural member of claim 91 wherein said second lip is oriented at an 
acute angle with respect to said first lip. 
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93. (New) The structural member of claim 91 wherein said third lip includes a tip 
portion, said tip portion abuts said second panel second lip. 

94. (New) The structural member of claim 91 wherein said first lip is oriented 
substantially parallel to said first panel. 

95. (New) The structural member of claim 91 wherein said first lip extends from said 
first panel in a first direction and said third lip extends from said panel in said first 
direction. 

96. (New) A spray booth comprising: 

at least a first panel and an adjacent second panel having opposite ends, 
. said panels arranged together in series to form a spray booth wall; 

at least one channel formed at one of said ends of said at least first panel, 
said channel having a first lip, and a second lip oriented at an acute angle with respect 
to said first lip; said channel positioned at an exterior side of said spray booth. 

97. (New) A spray booth comprising: 

at least a first panel and an adjacent second panel having opposite ends, 
said panels arranged together in series to form a spray booth wall; 

at least one channel formed at a first end of said at least first panel, said 
channel having a first lip and a second lip, said first lip oriented substantially 
parallel to said first panel and extending from said first end in a first direction, and 
a third lip formed at a second end of said at least first panel, said third lip 
extending from said second end in said first direction. 

98. (New) The spray booth of claim 97 wherein said second lip extends from an end of 
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said first lip and wherein said second lip is oriented at an acute angle with respect to 
said first lip. 

99. (New) The spray booth of claim 97 wherein said third lip includes a tip portion, said 
tip portion abuts a second lip of an adjacent second panel. 

100. (New) The spray booth of claim 97 wherein said second lip of said adjacent 
second panel is oriented at an acute angle with respect to a first lip of said adjacent 
second panel. 
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